











Typical Properties

The following data is based on testing

of sampled production of this product.

Please contact the factory for mini-
mum/maximum values or additional

performance variables.

For Further information, contact:
Micro-Coax
206 Jones Boulevard
Pottstown, PA 19464
Tel: (800) 223-2629
(610) 495-0110
Fax: (610) 495-6656

E-Mail: ARACON @ micro-coax.com
Web: www.micro-coax.com

Specifications are subject to change without notice.

ARACON® is a registered trademark of Micro-Coax, Inc.

Data: XNO200E-025

Braided Bundle Dimensions (see diagram)

Width 0.014” (0.36mm)

Thickness 0.0075” (0.038mm)
Yarn Weight 0.053 Ibs/K ft. (0.079 kg/km)
Yarn DC Resistance, 20°C 2,300 ohms/K ft. (7,550 ohms/km)
Break Load 6 Ibs.

Operating Temperature Range

-65°C to 200°C

Width
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ARACON®

Rosenberger Micro-Coax Limited
2b Mercury House

Calleva Park

Aldermaston

Berkshire, RG7 80N, UK

Tel: +44 (0)118 981 0023

Fax: +44 (0)118 981 6180
E-Mail: sales@rmcoax.com
Web: www.rmcoax.com

KEVLAR® isa registered trademark of E. I. du Pont de Nemours and Company.
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Thickness

MICRO-COAX"

Leading the way in transmission line solutions.
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MICRO-COAX"

Leading the way in transmission line solutions.

206 Jones Boulevard, Pottstown, PA 19464-3465
Telephone: 610-495-0110 e 800-223-2629 e Fax: 610-495-6656
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